
Product Description: PRISCO DISSOLIN PEL is a class A moderate strength slow-drying
roller and blanket wash for standard oil based inks.  The formula consists of solvents to
deeply clean lithographic blankets and rollers.  PRISCO DISSOLIN PEL is ideal for use with
Technotrans Ecoclean.  The formula meets the FOGRA test criteria of manroland and KBA
and is certified by Baldwin.

Advantages:
· Increases ink receptivity
· Prolongs blanket and roller life
· Environmentally friendly formula

Specifications:
· V.O.C. Level: 6.58 Lb/Gal (0.79 Kg/L)
· Flash Point: 151º F (66º C)
· Vapor Pressure: 0.587 millibars @ 20º C

Directions:
1. For rollers, apply DISSOLIN PEL to the roller train.  Set the wash-up blade and apply 

an additional amount to flush ink residues from roller train.  Reapply as needed.
2. For blankets, apply DISSOLIN PEL to a rag and wipe the surface of blanket until clean.

Do not apply while blanket is in motion.

READ MSDS BEFORE USING THIS PRODUCT

Product Code: A374

Packaging: 55 gallon (208 Liter) drum

02/15
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Product Bulletin

ATLANTA
800-241-6049
678-602-4140
FAX: 678-602-4139

BOSTON
781-749-4590
FAX: 781-740-2866

CHICAGO
800-654-1357
630-543-4600
FAX: 630-543-0856

DALLAS
800-338-2241
817-477-4770
FAX: 817-473-4515

LOS ANGELES
800-825-4846
909-923-1879
FAX: 909-923-4079

MIAMI
800-432-5068
954-971-0436
FAX: 954-971-9218

NEW YORK/NEWARK
973-589-7800
212-962-6565
FAX: 973-589-3225

PHILADELPHIA
800-222-0146
856-662-3373
215-462-3636
FAX: 856-486-4552

AUSTRALIA
+61 2 4702 1211

PRISCO CANADA
TORONTO
888-460-4406
905-953-9393
FAX: 905-953-1331

PRISCO EUROPE (U.K.)
+ 44 (0)113 251 5030
FAX: +44 (0)113 251 5001

PRISCO EUROPE (Continent)
+32 56 40 41 82
FAX +32 56 40 41 83


