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PRISCO®

Web Wash 105
Blanket and Roller Wash

Product Description: Prisco Web Wash 105 is a blend of solvents and emulsifying agents for use
with conventional ink. This one-step wash is approved for use in automatic blanket washing systems
as well as in hand cleaning.

Advantages:
· Low odor
· Water miscible
· Delint and deglaze while you remove ink
· Restarts within 10-15 sheets after cleaning
· Easy cleaning of ink, gum, and paper coating without breaking the web

Directions: For rollers, apply to top roller and allow to "run in" for a short while to loosen ink. Then
set blade. Apply additional amounts if rollers are very dirty. For blankets, apply with saturated cloth
and wipe dry. For best results, wash blanket with a water-soaked cloth or sponge before applying.
Do not apply by hand while blanket is in motion. For automatic sysstems, add water to the sol-
vent to assist in de-linting and de-glazing.

READ MSDS BEFORE USING THIS PRODUCT

Packaging: 1-Gallon (3.785 Liter) can 6-Gallon (22.7 Liter) pail

55-Gallon (208 Liter) drum

Note: Plastic pumps are required and are available for the 55-gallon drums.
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Product Type V.O.C.
lb/gal (kg/l)

Flash Point
oF (oC) 

Vapor Pressure
mm Hg at 20 oC

Product Code 

Web Wash 105 6.49 (.77) 106 (41) 3.6 B162


