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ATLANTA
800-241-6049
678-602-4140
FAX: 678-602-4139

BOSTON
781-749-4590
FAX: 781-740-2866

CHICAGO
800-654-1357
630-543-4600
FAX: 630-543-0856

DALLAS
800-338-2241
817-477-4770
FAX: 817-473-4515

LOS ANGELES
800-825-4846
909-923-1879
FAX: 909-923-4079

MIAMI
800-432-5068
954-971-0436
FAX: 954-971-9218

NEW YORK/NEWARK
973-589-7800
212-962-6565
FAX: 973-589-3225

PHILADELPHIA
800-222-0146
856-662-3373
215-462-3636
FAX: 856-486-4552

PRISCO CANADA
TORONTO
888-460-4406
905-953-9393
FAX: 905-953-1331

PRISCO EUROPE (U.K.)
44(0)1423 810 320
FAX: 44(0)1423 810 319
PRISCO EUROPE (Continent)
32(0)56 40 41 82
32(0)56 40 41 83

PRISCO®

Webfount™ 330N
Fountain Solution Concentrate

READ MSDS BEFORE USING THIS PRODUCT

Packaging: 5-Gallon (18.9 Liter) cube                  55-Gallon (208 Liter) drum
30-Gallon (113.6 Liter) drum             275-Gallon (1041 Liter) tote

Note: Plastic pumps are required and are available for 30 and 55-gallon drums.
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Product Description:  PRISCO® Webfount™ 330N Fountain Solution Concentrate is a one-step
formula designed to provide added value benefits on heatset and coldset web offset presses.   This low VOC
fountain solution has been formulated to increase press operating latitude with today's paper stocks and ink
formulations.  Printing plants will see significant measurable increases in productivity due to faster start-ups,
faster make-ready times and less paper waste.  In addition, our customers have seen overall quality
improvement in their runs after switching to Webfount formulas. The formula has broad buffering
capabilities, making it suitable for all water conditions.

Series Advantages: 
· High pH fountain solution to combat "Precipitated Calcium Carbonate"
· Versatile - products work with all dampening systems
· Highly buffered - works in low to high alkalinity water conditions
· Eliminates or minimizes highlight dot loss
· Produces lower dot gain, sharper printing and the ability to decrease ink and water settings
· Minimizes paper piling - less down-time
· Long runs between wash cycles and more productivity
· Prevents plate staining, tinting and toning
· Reduces slip roller build-up and feedback
· Strong biocide package to effectively eliminate fungus growth - cleaner re-circulators
· Low VOC content - 0.81 lb/gal (97.06 g/l)

Directions: Use 3.5 to 7 ounces (2.7 - 5.2%) of PRISCO Webfount 330N in each gallon of water.  The pH
range will be between 4.5 - 5.0.  Once optimum level has been determined, measure conductivity for use
as a reference when preparing fresh batches of press-ready fountain solution.

Product Code: HE25


