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PRISCO® Fountain Concentrate 192-100 
 
Product Description: 
PRISCO Fountain Concentrate 192-100 is a mild-acid, zero-VOC fountain solution concentrate for use on 
newspaper and directory-type presses. It is compatible with all dampening systems. Fountain Concentrate 
192-100 provides excellent start-ups and piling control, while inhibiting fungus, bacteria and roller 
degradation. 
 
Advantages: 
• Environmentally friendly - contains no SARA Title III or HAPS reportable ingredients 
• Zero VOCs 
• Lower water speed, thus less emulsification, drier plates and printed sheets, and better press control. 
• Preserves rollers, controls piling, and improves wetting. Helps control foaming 
• Cleaner blankets and stronger and brighter colors.  

 
Directions: Mix from 1 to 3 ounces (0.8 – 2.5%) of PRISCO Fountain Concentrate 192-100 per gallon of 
water. The product operates in a pH range of 6.0 - 6.5 in DI Water. Once the optimum concentration has 
been determined, measure the C.O.W. (Conductivity Over Water) for reference when making additional 
batches. 

 
 

Product Code: HE69 
 
  

READ SDS BEFORE USING THIS PRODUCT 
 
 

Packaging:  5-Gallon (18.9 Liter) cube  55-Gallon (208 Liter) drum 
 
275-Gallon (1041 Liter) tote 
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 Atlanta Boston Chicago Dallas Los Angeles Miami 
Support: 678-601-4140 781-749-4590 630-543-4600 817-477-4770 909-923-1879 954-971-0436 
Orders: 800-241-6049 800-222-0146 800-241-6049 800-241-6049 800-825-4846 800-241-6049 

 Newark Philadelphia Belgium United Kingdom Toronto Australia 
Support: 973-589-7800 856-662-3373 +32 56 40 41 82 +32 56 40 41 82 905-953-9393 61 2 4702 1211 
Orders: 800-222-0146 800-222-0146   888-460-4406  
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